4’7" DOWNSTREAM,
3'—9” UPSTREAM

RUBBLE STONE
SPANDREL WALL\\

-

RING STONESK

PARTIALLY
COLLAPSED
ZONES

BEDROCK

7/ 1\ EXISTING ARCH

1 ELEVATION

S

3/8” - 19_09’
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VAULT SHORING, 5
AT EQUAL SPACES
THROUGH WIDTH—]
OF BRIDGE. SEE

DETAIL 1/3 ge=t

-

RING BASE SHORING,
SEE DETAIL 1/4]

¢

7/ 1\ ARCH SHORING

|

2 / ELEVATION

S

- T
I~ '
3/8” - 1 ’—O”
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CKD. BY

MPS
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4X4 BLOCKING BETWEEN
TOPS OF VERTICAL MEMBERS

: \\ 4x4 SAWN LUMBER, CUT TO
MATCH ARCH PROFILE. TOE NAIL
VERTICAL MEMBERS TO BEAM AND
SHEATH BOTH SIDES OF ASSEMBLY
WITH MIN. %" OSB. SHIM TO
PROVIDE TIGHT FIT INSIDE ARCH.

3-6" +

-/—SIMPSON BC4 OR EQUAL

4X4 SAWN LUMBER, CUT

/TO FIT ARCH HEIGHT

, TIGER BRAND SHORE JACK.
4 £ ANCHOR 8” MIN. INTO SOUND

BEDROCK USING MIN. %~
DIAMETER EXPANSION ANCHORS

i
— — PROVIDE LEVEL BEARING
SURFACE BY SMOOTHING
____ﬂ]-__. — BEDROCK OR BY
|| | NON—SHRINK GROUT FILL.
! 7'—10" !
/"1 VAULT SHORING
\3_/ ELEVATION 1/2" = 1'=0"

/étkinsclgtr)—NoEland & Associates, Inc. [DRAWN BY |  AEG
onsulting Engineers DATE 06/24/15
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SHIM AS REQUIRED TO PROVIDE
TIGHT FIT WITH STONES ABOVE, TYP. Y

6x8 DOUGLAS FIR LARCH #2
OR BETTER. SHIM TO PROVIDE
TIGHT FIT WITH STONES ABOVE.

SIMPSON BC46 OR EQUAL\‘

4X4 SAWN LUMBER POST, fﬁ

CUT TO FIT HEIGHT, INSTALL
AT EACH END OF BEAM AND
MAX SPACING 2°—0" O.C.

2X4 DIAGONAL BRACE, TYP.—|

TIGER BRAND SHORE JACK,
ANCHOR 8” MIN. INTO SOUND

BEDROCK USING MIN. )" Ny

DIAMETER EXPANSION ANCHORS.

PROVIDE LEVEL BEARING
SURFACE BY SMOOTHING

||

BEDROCK OR BY GROUTING 20 M ATeH SHORING HEIGHT
TO EXISTING STONE
PROFILE AS OCCURS

/" 1\ RING BASE SHORING

\4_/ ELEVATION /2" = 1'-0"

FULL LENGTH OF COLLAPSED ZONE AS OCCURS
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