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GENERAL CONDITIONS:

1. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR VERIFYING THE LOCATIDN AND DEPTH OF
ALL EXISTING UTILITIES, PROPERTY LINES, AND
EASEMENTS INCLUDING ANY UTILITIES NOT
//// SHOWN ON THE DRAWINGS.
2. NOTIFY THE ENGINEER IF DURING CONSTRUCTION
A FIELD CONDITION IS DISCOVERED THAT DIFFERS
FROM WHAT IS5 SHOWN ON THE DRAWINGS,
3. WET OR FREEZING WEATHER INSTALLATION IS
NOT PERMITTED.
4. EASEMENT ACQUISISTION, IF REQUIRED. IS THE
RESPONSIBILITY OF THE OWNER.
5. ADEQUATE SURVEYING METHODS SHALL BE USED
TO LAYOUT THE NEW ROCK STRUCUTURES. THE
ENGINEER SHALL APPROVE THE LAYDUT
6. PROTECT SURROUNDING STRUCTURES, VEGETATION
AND UTILITIES AS NECESSARY TO ELIMINATE DAMAGE
FROM CONSTRUCTION ACTIVITIES
7. SIDE SLOPES OF ALL EXCAVATIONS AND FILLS
SHALL BE 2H: 1V UNLESS OTHERWISE SPECIFIED.
B. ALL FILL SHALL BE PRODVIDED FROM AN ENGINEER
APPROVED SOURCE. THE CONTRACTOR SHALL SUBMIT
TD THE ENGINEER CURRENT GRADATION OF SAND OR
GRAVEL PRIOR TO DELIVERY TO THE SITE.
9. WET AND/OR FROZEN MATERIAL IS NOT PERMITTED
10. ALL AREAS DISTURBED BY CONSTRUCTION SHALL BE
REVEGETATED WITH AN APPROVED PERENNIAL GRASS
EEED MIX AND MULCHED WITH A CERTIFIED WEED FREE
AW,
11. ALL AREAS TO RECEIVE REVEGETATION SHALL HAVE
A MINIMUM OF 4 INCHES OF TOPSOIL.
12. ALL FINISHED GRADING SHALL BE SUCH THAT ALL
SLOPES SHALL DRAIN TO EITHER A DEDICATED
DRAINAGE EASEMENT OR TO AN UNDISTURBED AREA.
13. ENGINEER MUST APPROVE PROPQSED ROCKS
TO BE UTILIZED FOR THE PROJECT.
14, ROCKS MUST BE A MIN 2 FEET IN LENGHT MEASURED
ON THE MEDIAN AXIS.
15. ENGINEER WILL DIRECT THE PLACEMENT OF ALL
ROCKS USED IN BANK STABILIZATION WORK
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